Hy L OK 7001 series

High Pressure
Compact Check Valves
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May. 2005
= Poppet = Springs = Variety of End Connection
+ provides leak tight shut-off + are available for the cracking » include Hy-Lok tube fittings,
with elastomer seal pressure in the range from male and female NPT, ISO threads,
1/3psi to 25psi ZCO ends and matal gasket seal ends.
= Orifice = O-ring and Back Up Rings

+ is max. flow design for min. pressure drop. - are halves for ensures closure to the rated pressure
« include flow dia from 4.8mm to 15.2mm

= Poppet Stopper = Indicator Ring
+ provides minimizes spring stress. - is easy identify the cracking pressure.
« available in replasement

Features

« Pressure rating up to 6,000psig(413 bar) at 70°F(20°C)

* Temperature rating up to 375°F(190°C) with viton seal standard.
« Suitable for gas and liquids.

- Blow-out resistant and stop reversing flow design.

» §8316 body material as standard.

+100% factory tested

Technical Data

Material SS316
Series CVH1 CVH2 CVH3
End Connection Sizes 1/8", 1/4", and Bmm 3/8", 1/2", 5/8", 10mm, and 12mm 3/4", 1", 22mm, and 25mm
Working Pressure
and Back Pressure 6000psig(413bar) 5000psig(344bar)
@70 °F (20 °C)
Flow Coefficient(Cv) 0.67max (see flow rate) 1.8max (see flow rate) I 4.7max (see flow rate)
Operating Temperature Range Viton :-10° to 375 °F (-23° to 190 °C)
Nominal Cracking Pressure 1/3,1, 5, 10, 25psig (0.02, 0.06, 0.34, 068, and 1.7bar)

Valve with female pipe and other ends have reduced pressure rating. See Table of Dimensions, page 2.
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